
CONTROLLER, LIGHTING

CONTROLLER, LIGHTING (EXISTING)

WOOD POST

POWER SOURCE

JUNCTION BOX

POWER SUPPLY

PULL BOX (EXISTING)

PULL BOX CONCRETE TYPE 1

CONDUIT, RIGID (MEDIAN)

CONDUIT, RIGID (EXISTING)

JCT

P.S.

PULL BOX PREFORMED TYPE 1

CONDUIT, RIGID (TRENCH)

150 W LUMINAIRE

250 W LUMINAIRE

400 W LUMINAIRE

PULL BOX CONCRETE TYPE 2

PULL BOX PREFORMED TYPE 2

CONDUIT, RIGID (PUSHED)

CONDUIT, RIGID (BRIDGE)

CABLE-CONDUIT (EXISTING)

CABLE-CONDUIT

LIGHTING LEGEND
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I-44 WB OFF RAMP

LIGHTING PLAN FOR MO 38 AT RT W AND I-44 WB OFF RAMP
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QTYDESCRIPTION

3

215

UNIT

EA

1

5 EA

EA

CLASS 1 PULL BOX

650

EA1

SUMMARY OF QUANTITIES

#10 AWG POLE & BRACKET CABLE

LF

LF

TRAFFIC CONTROL

5 EA

Note:

1.  Splice wire to existing highway lighting

 circuit in existing pullbox.

Note:

1.  Mount lighting controller on existing 

 Type 1 power supply pole.

4" CONDUIT (BORED)

2c#8 CABLE-CONDUIT W/ GROUND

LIGHITNG CONTROL STATION 240 VOLT - 1 CIRCUIT

FUSED SLIP CONNECTOR PAIRS

480

LF

MODOT SUPPLIED MATERIALS

LIGHT POLE, 45 FT. 

LUMINAIRE, 250 WATT HIGH PRESSURE SODIUM 

BRACKET ARM, 15 FT 

CIRCULAR STEEL FOUNDATION

BREAKAWAY TRANSFORMER BASE

CONTRACTOR SUPPLIED MATERIALS

5 EA

5 EA

5 EA

5 EA


