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PRECAST CONCRETE


732.00P


GENERAL NOTES:


 


SLIGHT VARIATIONS IN BOTH SHAPE AND DIMENSIONS FROM 


THOSE SHOWN MAY BE ACCEPTED IF APPROVED BY THE 


ENGINEER. 


 


NOT MORE THAN THREE LIFT HOLES MAY BE DRILLED OR 


CAST IN THE END SECTION FOR HANDLING AND LAYING.


 


LIFT LUGS OR BARS WILL BE PERMITTED IN PRECAST TOE 


WALLS. 


 


TOE WALLS MAY BE CAST-IN-PLACE OR PRECAST.


INSTALLATION DETAILS


SECTION A-A


PLAN VIEW


END VIEW


LAYER OF GROUT 


BETWEEN END SECTION 


AND TOE WALL
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SLOPE


1
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FOR 12" THRU 24" ROUND PIPE ONLY
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END SECTION FOR PIPE AND PIPE ARCH


TYPE 5 CONNECTION


TYPE 1 CONNECTION
PLAN


ELEVATION


TYPE 2 CONNECTION


TYPE 3 CONNECTION


TYPICAL CROSS-SECTION


CONNECTOR STRAP TYPE 4 CONNECTION


END SECTIONS FOR ROUND PIPE


END SECTIONS FOR ARCH PIPE


DIMENSIONS (IN.)


METAL


732.00P


FINISH EARTH SLOPE 


AS REQUIRED


LIMIT OF PAYMENT FOR PIPE, 


STRUCTURE EXCAVATION 


AND STRUCTURE BACKFILL


FOR 30" THRU 48" PIPE AND 


EQUIVALENT PIPE ARCH


THREADED 


ROD


CONNECTOR 


ROD


PERMISSIBLE FOR ALL SIZES THROUGH 


84" PIPE AND B-12 OR B-12A PIPE ARCH


2" x 2" x �" 


ANGLES 12" 


LONG WITH THREE 


�" DIA. BOLTS.


12" WIDE 


CORRUGATED 


ADAPTER BAND


RIVETED OR 


BOLTED


TOE PLATE 


EXTENSION 


IF SPECIFIED


THREADED 


ROD ROD 


HOLDER


RIVETED OR 


BOLTED


CONNECTOR 


SECTION


APRON


SPOT WELD, BOLTED 


OR RIVETED, TWO 


FASTENERS MINIMUM, 


ONE WILL BE PERMITTED 


FOR 12" DIAMETER.


ANGLES RIVETED, BOLTED 


OR RESISTANCE SPOT 


WELDED TO THE ADAPTER 


BAND.  WELDS SHALL BE 


PAINTED, AS PER STANDARD 


SPECIFICATION 1020.19.5.


ANGLES OR BAR AND STRAP 


SHALL BE RIVETED, BOLTED 


OR RESISTANCE SPOT 


WELDED TO THE ADAPTER 


BAND, WELDS SHALL BE 


PAINTED, AS PER STANDARD 


SPECIFICATION 1020.19.5.


1 INCH WIDE, 0.109" THICK 


CONNECTOR STRAP OF 


COMMERCIAL QUALITY STEEL, 


GALVANIZED WITH SAME 


WEIGHT COATING AS PIPE, 


AND 6" x �" GALVANIZED 


BAND BOLT AND NUT.  USE 


AS ALTERNATE ON 


TYPE 1 CONNECTION ONLY.


THIS END OF BAND 


GROOVED TO MATCH 


ANNULAR CORRUGATION 


IN END SECTION.


RIVETED 


OR BOLTED


DIMPLED 10�" 


WIDE, 0.064" THICK, 


ADAPTER BAND.


2" x 2" x �" ANGLES 


7" LONG WITH TWO 


�" DIAMETER BOLTS 


OR BAR AND STRAP WITH 


TWO �" DIAMETER BOLTS.
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CENTER 


SEE


STANDARD


PLAN


725.00


ARCH
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GENERAL NOTES:


 


MINOR VARIATIONS OF DETAIL AND DIMENSIONS WILL BE 


ACCEPTED TO PERMIT THE USE OF A MANUFACTURER’S 


STANDARD METHODS OF FABRICATION.


 


END SECTIONS FABRICATED FROM THICKER METAL THAN 


INDICATED WILL BE ACCEPTED.


 


ALL BOLTS SHALL BE �" DIAMETER AND GALVANIZED, 


UNLESS OTHERWISE SHOWN.


 


TOE PLATE EXTENSIONS, IF SPECIFIED, SHALL HAVE HOLES 


TO MATCH HOLES IN TOE PLATE.


 


SKIRT SECTION IS DEFINED AS THE FLARED PORTION OF 


THE END SECTION INCLUDING SIDE AND BOTTOM (CENTER) 


PANELS AND APRON.


 


SKIRT SECTION FOR 12" THROUGH 24" PIPES SHALL BE 


MADE IN ONE PIECE.


 


SKIRT SECTIONS FOR 30" AND LARGER PIPES AND B5 AND 


LARGER PIPE ARCHES MAY BE MADE FROM UP TO 2 SHEETS 


JOINED BY RIVETING OR BOLTING ON CENTERLINE.


 


SKIRT SECTIONS FROM 48" AND LARGER PIPES AND B8 OR 


LARGER PIPE ARCHES MAY BE MADE FROM UP TO 3 SHEETS 


JOINED BY RIVETING OR BOLTING EQUAL DISTANCE FROM 


CENTERLINE.


 


SKIRT SECTIONS FOR 72" AND LARGER PIPES MAY BE MADE 


FROM UP TO 4 SHEETS JOINED BY RIVETING AND BOLTING.  


THE BOTTOM PANEL SHALL BE 2 EQUAL WIDTH SHEETS 


JOINED ON CENTERLINE.


 


ALL 3 PIECE AND 4 PIECE SKIRTS FOR 60" OR LARGER 


PIPES AND B10 AND LARGER PIPE ARCHES SHALL HAVE 


0.109" THICK SIDES AND 0.138" THICK BOTTOM (CENTER) 


PANELS.  WIDTH OF BOTTOM PANELS SHALL BE GREATER 


THAN 20% OF THE PIPE PERIPHERY CONNECTOR SECTIONS.  


CORNER PLATES AND TOE PLATES SHALL BE GALVANIZED 


AND OF THE SAME OR GREATER THICKNESS AS THE SKIRT. 


"THIS MEDIA SHOULD
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