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P IPE GALVANIZED+"” x 6"
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' : : T #5 BAR | (TYPI.) (2 NUTS OF THE STANDARD SPECIFICATIONS.
33" 4:1 |13"=44"| 4'-9" 10" -32" 114" -1 4" 6 125" | 247 REQUIRED
— — — > - !4 REINFORCING STEEL USED IN CONSTRUCTION OF THE
6:1 |19 -83 157 =25 120" =13 J 1837 36 N NN N N N N NN = BEVELED PIPE ENCASEMENT SHALL MEET THE REQUIREMENTS
R R B o — 4\4-n........p> OF SECTION 1036 OF THE STANDARD SPECIFICATIONS.
36" 4 14" —4 L7 5 _g” 117 -4"| 15" 1" 7 10 L 24" . ; LOCATION BEVELED PIPE ENCASEMENT MAY BE USED WITH EITHER
’ ’ STATION POLYETHYLENE OR CORRUGATED METALLIC COATED STEEL
6:1 | 21'=3" 16'-82"1 21'-7%1 10 184" | 36" PIPE.
NN NN
3:1 [12'-63 10" -33"| 13" -4 6 | 93 18 e CeVELeD pipE #:;; Sl THE PRICE BID PER EACH FOR “BEVELED PIPE END
) , | e VY . . p cLOW TREATMENT” SHALL BE CONSIDERED FULL COMPENSATION
0 i1 |16 TEe) SToen 13T e |17 T S R OF PIPE T p0 N TheaThENT FNCASEMERT ine FOR FURNISHING ALL MATERIALS AND INSTALLATION OF
6:1 |24/ -31" 19" =947 [par =757 | 13 | 184" | 36" s mame THE BEVELED PIPE SECTION AND BEVELED PIPE ENCASEMENT
D AS SHOWN OR AS DIRECTED BY THE ENGINEER.
3:1 |14 =132" =104/ 14" -10" 7 95" 18" ~ -
, . — ,, , — » y SECTION A-A THE £ x 6” BOLT AND NUTS SHALL BE GALVANIZED IN
48 4:1 | 18°-6" | 6'-0" |15"-55" 119" -13"| 10 125" | 24 ACCORDANCE WITH AASHTO M232 (ASTM A153) SPEC-
3:1 |15 -82" 13" -5%"| 16" -4" 8 95" 18"
— ., . : — - - BEVELED PIPE SHALL BE DRILLED AT LOCATIONS SHOWN ON
54" 4:1 120 63| 6° 6" |17 -6 21" =17 11 123 24 PLANS FOR PLACEMENT OF " x 6" GALVANIZED BOLTS.
o r l// I L// I L// L// /1 THE E// X 6// GAL\/ANIZED BOLTS SHALL BE NDOUBLE
6:1 |30 =47 2> 102130 =z | TF | 182 | 36 NUTTED” AS SHOWN AND PLACED I[N THE VALLEY OF PIPE
3:1 |17 =337 15 =" |17'=10"| 9 95" 18" CORRUGATIONS.
60" 4:1 |22'-75"| 7'-0" | 19" =7" |23 =13"| 12 125" | 24" ~ HEAVY HEX MISSOURI HIGHWAYS AND TRANSPORTATION
cir | 33/ o 28 —102"33' 74" 13 | 184" | 36 . ?éthEEiEEDNEZCH DOT COMMISSION
- 105 WEST CAPITOL
- ///__TSIDE OF PIPE) s JEFFERSON CITY. MO 65102
1-888—-ASK-MODOT (1-888-275-6636)
DETAIL A GALVANIZED 3" x 6" ° \“ﬁﬁg /,
BOLT (TYPICAL) ) \\\\\&@?,”‘é’%/
- (2 NUTS REQUIRED) S © GALVANIZED +” x 6" =P kRN P
BOLT (TYPICAL) = JGlluais e BEVELED PIPE END
o (2 NUTS REQUIRED) /%Fize@és TREATMENT
— ow o5 FOR HIGHWAYS
5 BAR o BAR GALVANIZED 3" x 6 N LRI
PIPE BOLT (TYPICAL) #5 BARS ELECTRONICALLY.
DETAI A SECTION C-C DATE EFFECTIVE: 07/01/2004 732 5C SHEET NO.
SECTION B-B L DATE PREPARED:  12/16/2008 .0 1 OF 2






		73205C01

		Saved Views

		border

		title

		general notes



		upper left

		upper right

		lower left

		center



		References

		border, PW_WORKDIR:dms01929

		MoDOT_DE_2008.dgn














(|
()
M A
(| (|
M
> |
<C )
= (@D)
(| T
= )
A L
() (@D)
D@[
y
EWYP
[y < CUT PIPE END
_________ LOpr TO MATCH SLOPE
. 2/_O// J
21" DIA.

PIPE OR LESS N
Y ///FLOW L INE
Lo~

BEVELED PIPE ENCASEMENT

PIPE END DETAILS FOR PARALLEL DRAINAGE STRUCTURES FOR DRIVEWAYS

(SINGLE PIPE INSTALLATION)

NOTE @

FOR MULTIPLE PIPE INSTALLATIONS,. END SECTIONS WITH
SAFETY BARS SYSTEM OR OPTIONAL BAR GATE SYSTEM SHALL
BE PROVIDED. SEE STANDARD PLAN 732.10.

SEE DRIVEWAY STANDARD PLANS FOR BEVELED END SECTION
REQUIREMENTS.

GENERAL NOTES:

CONCRETE USED IN CONSTRUCTION OF THE BEVELED PIPE
ENCASEMENT SHALL BE CLASS B CONCRETE OR AN APPROVED
COMMERCTIAL MIX MEETING REQUIREMENTS OF SECTION 50T
OF THE STANDARD SPECIFICATIONS.

REINFORCING STEEL USED IN CONSTRUCTION OF THE
BEVELED PIPE ENCASEMENT SHALL MEET THE REQUIREMENTS
OF SECTION 1036 OF THE STANDARD SPECIFICATIONS.

BEVELED PIPE ENCASEMENT MAY BE USED WITH EITHER
POLYETHYLENE OR CORRUGATED METALLIC COATED STEEL
PIPE.

THE PRICE BID PER EACH FOR "BEVELED PIPE END
TREATMENT” SHALL BE CONSIDERED FULL COMPENSATION
FOR FURNISHING ALL MATERTALS AND INSTALLATION OF
THE BEVELED PIPE SECTION AND BEVELED PIPE ENCASE-—-
MENT AS SHOWN OR AS DIRECTED BY THE ENGINEER.

THE +” x 6" BOLT AND NUTS SHALL BE GALVANIZED IN
ACCORDANCE WITH AASHTO M232 (ASTM A123) SPE-
CIFICATIONS. LOW CARBON STEEL ANCHOR BOLTS SHALL
MET ASTM A307.

BEVELED PIPE SHALL BE DRILLED AT LOCATIONS SHOWN ON
PLANS FOR PLACEMENT OF 3" x 6" GALVANIZED BOLTS.
THE +” x 6" GALVANIZED BOLTS SHALL BE "DOUBLE
NUTTED” AS SHOWN AND PLACED IN THE VALLEY OF PIPE
CORRUGATIONS.

MISSOURI HIGHWAYS AND TRANSPORTATION

DOT COMMISSION
105 WEST CAPITOL
JEFFERSON CITY., MO 65102
1-888-ASK-MODOT (1-888-275-6636)
SOF b
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