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NOTES:

 

1  SEE DRAWING 902.20 FOR PULL BOXES.  

 

2  CONDUIT MAY BE REMOVED FROM CABLES 

   IN RIGID CONDUIT.  SPLICES SHALL 

   NOT BE MADE UNLESS SHOWN ON PLANS.

 

3  BRAND AND MODEL OF FUSE HOLDER 

   SHALL BE APPROVED BY THE ENGINEER.

 

4  CABLES SHALL BE CONTINUOUS TO THE 

   FIRST LIGHT POLE.  SPLICES SHALL 

   NOT BEMADE FOR THE PURPOSE OF 

   TERMINATING CABLE-CONDUIT.

GENERAL NOTES:

 

THE CONDUIT OF THE CABLE-CONDUIT SHALL BE CUT AWAY 

FROM THE CABLES WHERE THEY ENTER THE RIGID CONDUIT 

INSIDE A CONCRETE BARRIER OR STRUCTURE.
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IF WIRING IS INSTALLED 

PRIOR TO POLE INSTALLATION, 

COIL ENDS OF CABLE-CONDUIT 

AND COVER WITH PLANKS.

2" DRAIN PIPE 

RIGID CONDUIT 

(AS SPECIFIED)

PREFORMED OR 

CONCRETE PULL BOX
POLE 

FOUNDATION

RIGID CONDUIT UNDER 

PAVEMENT AND SHOULDER, 

TERMINATE RIGID CONDUIT 

IN PULL BOX.
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REMOVE CONDUIT AT 

THIS POINT AND SEAL END 

OF CABLE-CONDUIT AROUND 

CABLES.

CABLE-CONDUIT FROM FOUNDATION 

TO BE INSERTED INTO CABLE EN-

TRANCE.CABLES TO BE INSERTED 

THROUGH THE HANDHOLE AND MUST 

EXTEND BEYOND THE HANDHOLE 

A MINIMUM DISTANCE OF 18".
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ROCK LINE OR MATERIAL 

WHICH SHOULD BE 

CLASSIFIED OTHER THAN 

CLASS A MATERIAL.
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INSIDE SHOULDER (ALL SHOULDER TYPES)

OUTSIDE SHOULDER (ALL SHOULDER TYPES)
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"THIS MEDIA SHOULD

NOT BE CONSIDERED

A CERTIFIED

DOCUMENT."
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