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MISSOURI DEPARTMENT OF TRANSPORTATION  

PAINT NURSE TRUCK, CAB/CHASSIS, PLATFORM BODY SPECIFICATIONS 

 
 
TRUCK CHASSIS-CAB 
 
The supplier shall furnish and include in the bid price a new current model year truck 
chassis-cab complete with all standard equipment.  The truck chassis must be 
manufactured with all the proper components to assure that the complete and fully loaded 
body, chassis and payload does not exceed the chassis manufacturer’s gross axle weight 
rating (GAWR) or gross vehicle weight ratings (GVWR).  The truck shall have a diesel 
engine with a minimum horsepower of 350 hp.  The truck shall have a capacity to carry 
100 gallons of diesel fuel, preferably in 2 50-gallon tanks.  The truck shall have an 
automatic transmission.  The cab shall have factory air conditioning.   
 
The truck shall have air bag suspension for the rear tandem axles.  The rear tag axle shall 
have air bag suspension and air lift.   
 
Minor deviations must be noted and will be considered. 
 
COLOR   Color to be highway yellow. 
 
 
PLATFORM BODY 
 
Overall width not to exceed 102”. 
 
Overall length minimum 17’.  
 
Body frame to be all steel welded into a single unit. 
 
Long sills shall be structural or equal strength steel spaced on minimum 12” centers for 
maximum strength and gusseted throughout to long sills and side rails. 
 
Front, rear, and sides (rub rails) shall be high strength formed steel with steel lined stake 
pockets.  Tie-down rail to utilize straps to secure load. 
 
Floor shall be steel with a non-skid 3-/16” safety tread plate surface securely welded to 
cross sills flush with rub rails. 
 
Two (2) safety tread fold up ladders to be conveniently installed, one mounted curb side 
and one mounted street side with grab rails above flatbed to access the bed. 
 



E1238 
February 2005 

Page 2 of 2 

A fixed safety tread ladder with handrails shall be in stalled on the bead tank for easy 
access from platform.  Ladder to be welded, not bolted. 
 
Recessed LED lights at each of the four corners, plus all additional lights and reflectors 
required by the latest regulations. 
 
The entire frame is to be primed and finished with two coats of automotive enamel.  
Powder coating will also be considered.  The manufacturer’s standard color will be 
acceptable. 
 
A 24” x 24” x 36” tool box with weather tight (automotive type seals) door and slam type 
latch with lock shall be located under the platform body on the curb side rear.  Location 
and design to be proposed by vendor and subject to MoDOT review and approval. 
 
 
 
MISCELLANEOUS 
 
4” PVX pipe storage for all paint hoses shall be included under the platform body 
longitudinal between the bed rails.  Spare tire shall be mounted under platform at the rear.  
Electric-powered minimum 7 GPM, minimum 50 PSI water pump, with On-Off Switch, 
weather proof enclosure, 25’ of hose with self retracting hose reel, adjustable spray 
nozzle and 75-gallon poly water supply tank shall be provided on the platform body.  75-
gallon waste tank with screw-on fill port and a ¾” drain to be provided under the 
platform body. 
 
 
 
The Missouri Department of Transportation Commission reserves the right to waive 
technicalities and to reject any or all bids and no bid is final until formally accepted by 
the Commission. 
 
 


