(1)

M.PH

EDGE OF SHOULDER
SEE TABLE A

EDGE OF TRAVELED WAY WHERE THERE
NO PAVED OR STABILIZED SHOULDER.

[S

(2) ONE-FOOT LESS THAN MOUNTING HEIGHT
NGTED IN TABLE A.
< |
L |
| |
m |
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- |
L |
L |
v |
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HEIGHT AND LATERAL LOCATIONS FOR
POST AND PORTABLE SIGN MOUNTING

SIGN SIGN MINIMUM MOUNTING S
TYPE SUPPORT SUBSTRATE HEIGHT(3) USAGE LIMITATIONS COMMENTS .
RIGID |5 RURAL UNDIVIDED HIGHWAYS | NONE POSTS SHALL BE FREE OF ANY BRACING AND |2
7' RURAL DIVIDED HIGHWAYS EXTEND NO FURTHER ABOVE THE SIGN -
/ EXCEPT AS NEEDED FOR WARNING LIGHT o
EEEEEE@EED SOUARE STEEL TUBE I URBAN HIGHWATS ATTACHMENT. SEE STANDARD PLAN 903.03 =
POST WOoD FOR POST INSTALLATION DETAILS. Z
GALVANIZATION QOF POSTS WILL NOT BE 5
REQUIRED. =
SKID RIGID |5’ RURAL UNDIVIDED HIGHWAYS |PERMITTED ONLY WHERE POST SYSTEMS SHALL COMPLY WITH CRASH TEST =
TYPE 1 |[FOLD-UP STAND 7' RURAL DIVIDED HIGHWAYS MOUNTING 1S NOT FEASIBLE. REQUIREMENTS OF NCHRP 350 TEST LEVEL 3 =
PORTABLE 7’ URBAN HIGHWAYS AND MAY BE PLACED ADJACENT TO OR WITHIN w
THE ROADWAY PROVIDED A MINIMUM LATERAL [=
CLEARANCE QOF 3 FEET, MEASURED HORIZONT- |2
ALLY FROM THE EDGE OF THE SIGN TO THE &
EDGE OF DESIGNATED TRAVELED WAY, IS %
MAINTAINED. =
EASEL B PERMITTED GONLY FOR INSTALLATION SYSTEMS SHALL COMPLY WITH CRASH TEST -
FOLD-UP STAND FLEXIBLE 12704) UP TO 3 DAYS(5). WHERE SIGNS REQUIREMENTS OF NCHRP 350 TEST LEVEL 3 [y
TYPE » |SELF-DRIVING POST RIGID ARE OBSCURED BY OTHER OBJECTS AND MAY BE PLACE ADJACENT TO OR WITHIN |3
PORTABLE | TYPE 111 MOVABLE BARRICADE (I.E., TRAFFIC CONTROL DEVICES, ROADWAY PROVIDED A MINIMUM LATERAL "
SKID PARKED VEHICLES. BARRIER. VEGETA- [CLEARANCE OF 3 FEET, MEASURED HORIZONT- |z
TION, ETC.) OR INSTALLED ON MULTI-|ALLY FROM THE EDGE OF THE SIGN TO THE |-
LANE UNDIVIDED FACILITIES OR EDGE OF THE DESIGNATED TRAVELED WAY., S
MULTI-LANE DIVIDED FACILITIES WITH[IS MAINTAINED. =
3 OR MORE LANES IN ONE DIRECTIDN. »
MOUNTING HEIGHTS SHALL BE AS e
SPECIFIED FOR POST-MOUNTED SIGNS. P
CONCRETE TRAFFIC BARRIER FLEXIBLE |5 RURAL UNDIVIDED HIGHWAYS [PERMITTED ONLY WHERE LONGITUDINAL |SYSTEMS SHALL PROVIDE POSITIVE CON- 2
BARRIER | GUARDRAIL RIGID 7' RURAL DIVIDED HIGHWAYS BARRIER IS PRESENT. NECTION TO THE BARRIER AND MINIMIZE o
7' URBAN HIGHWAYS POTENTIAL FOR VEHICLE SNAGGING. <
PAVEMENT MARKING EQUIPMENT FLEXIBLE [48” (6) PERMITTED ONLY IN PILOT CAR OR =
VEHICLE |PILOT CAR RIGID MOVING OPERATIONS.
PROTECTIVE VEHICLE
(3) MEASURED FROM THE BOTTOM OF THE SIGN TO THE NEAR EDGE OF THE PAVEMENT.
(4) MOUNTING HEIGHTS FOR REGULATORY AND GUIDE SIGNS SHALL BE AS SPECIFIED FOR POST-MOUNTED
SIGNS.
(5) SIGNS MOUNTED ON TYPE [I11 BARRICADES, GORE EXIT SIGN., AND SIGNS FOR CROSWALK/SIDEWALK
CLOSURES MAY BE LEFT IN PLACE FOR MORE THAN 3 DAYS. GENERAL NOTES:
(6) DEVIATIONS AS APPROVED BY THE ENGINEER.

TABLE A
WORK ZONE SIGN MOUNTING REQUIREMENTS

POST TYPE
STGN AREA j PERF. SQUARE
(SQ.FT.) U=CHANNEL WooD STEEL TUBING
<10 '~ 3.0 LB.sFTE 1 —oanx g X 1= 2712 oak
2 - 4" X 4”7 .,
> 10 < 16 2 - 3.0 LB./FT. T av oy e X 2 - 2" 12 GA.
> 16 < 24 2 — 3.0 LB./FT. 2 — 4" X 6" 3 2" 12 GAaé*
> 24 < 30 3 - 3.0 LB./FT. 2 - 4" X 8" N/ A
> 30 < 50 N/ A >~ 6" X 6" N/ A
% SIGNS GREATER THAN 4 FEET IN WIDTH, EXCEPT DIAMOND SHAPE SIGNS.

REQUIRE TWO POSTS.

REQUIRES SLIP BASE PER MANUFACTURER'S RECOMMENDATION.

TABLE B
POST SIZE REQUIREMENTS

LONGITUDINAL SPACING OF SIGNS SHOWN
PREFERRED MINIMUMS.

IN THE PLANS ARE
BUT MAY BE ADJUSTED TO MEET

EXISTING FIELD CONDITIONS WITH APPROVAL FROM THE

ENGINEER.

SIGNS SHALL NOT BE MOUNTED

ALL POSTS AND SIGNS SHALL BE

IN A PLUMB POSITION.

IN OR ON CHANNELIZERS.

INSTALLED AND MAINTAINED

CONSTRUCTION SIGNS SHALL NOT BE LOCATED ON SIDEWALKS,
OR AREAS DESIGNATED FOR PEDESTRIAN OR
BICYCLE TRAFFIC.

BICYCLE LANES,

ALL BATTERY PACKS SEPARATE FROM WARNING LIGHT SHALL

BE MOUNTED ON A SUPPORT POST NO HIGHER THAN
WARNING LIGHTS SHALL NODOT COVER

GROUND LINE.

[F USED.,

ANY PORTION OF THE SIGN FACE.

18" ABOVE

MISSOURI HIGHWAYS AND TRANSPORTATION

DOT

JEFFERSON CITY,
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105 WEST CAPITOL
MO 65102
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FLUDRESCENT

12//

ORANGE — |
%
ORANGE 55
I .
9y 0
>
° T RT = WHITE

12//

z;;%{;;%///<///%{;;%{;;<€;><€;><€;7<€;}<C;><C;;<C;;K{ﬁ;K///K///KC;QYC;
DIRECTION INDICATOR BARRICADE

VERTICAL DIMENSIONS DO NOT INCLUDE PROJECTIONS DESIGNED FOR EASE
OF HANDL ING.

DIRECTIDN INDICATOR BARRICADES SHALL NOT BE USED IN SHIFTING TAPERS
UNLESS SHOWN ON THE PLANS.

THE PANELS SHALL BE SECURELY ATTACHED TO A SUPPORT THAT IS PORTABLE.
CAPABLE OF REMAINING UPRIGHT AND ENTIRELY FREE STANDING.

OPT TONAL
TYPE C oé\\\\\\x,—-\
SEQUENT AL * .
WARNING L IGHT

OPTIONAL
TYPE C OR
SEQUENT AL

v 1
N .
~ P
P -

WHITE AND ORANGE
SHEETING

N N N N N I N N N N N NN NN
ADVANCE WARNING RAIL SYSTEM

MAXTMUM WEIGHT OF SIGN SHALL NOT EXCEED 25 LBS.

THE SIGN AND RAIL SYSTEM MAY BE MOUNTED AS TWO SEPARATE CRASHWORTHY
DEVICES. THE RAIL SYSTEM SHALL BE LOCATED DIRECTLY IN FRONT OF THE
SIGN WITH 7 TO 10 FEET SEPARATING THE TWO DEVICES.

WHERE MARKING IS NOT PROVIDED ON THE BACKSIDE, STRIPS OF 3" WIDE

e MODOT TYPE 7 ORANGE SHEETING MAY BE APPLIED TO THE ENDS OF EACH RAIL
TO HELP DELINEATE THE DEVICE.
WARNING
FLUDRESCENT LED LIGHT WHITE AND ORANGE REFLECTIVE SHEETING SHALL BE IN ACCORDANCE WITH
ORANGE SEC 1042.2.7.3.
OPTIONAL TYPE c:' |
E TYPE 3 ORANGE y WARNING LIGHTS -
= WHITE .
: = ' ORANGE & o
N Soetoteloteted ST = =
< B I = = FLUORESCENT
s seos © . .| DRANGE -
dotetoteloteds! M © =
— %
\\ o = 2555
. 5
3, [ =
b ~
WHITE %%
CONE i
8’ ‘ CONES SHALL MAINTAIN THEIR g 8;2]0
SHAPE UPON EXPOSURE TO
TRIM-L INE DRUM-L [KE NORMAL WORK CONDITIONS. :
CHANNEL IZERS CONES SHALL BE USED DURING IO I
REFLECTIVE SHEETING APPLIED TO CHANNEL IZERS DAYLIGHT HOURS ONLY.
SHALL BE REBOUNDABLE MEETING ASTM D 4956. VERTICAL PANEL
VERTICAL PANELS SHALL BE SECURELY ATTACHED
STRIPES ON TRIM-LINE CHANNELI[ZERS SHALL BE 6” TD 87”. TO A SUPPORT THAT IS PORTABLE, CAPABLE OF

STRIPES ON DRUM-L IKE CHANNELIZERS SHALL BE 4" TO 6”. REMAINING UPRIGHT AND ENTIRELY FREE STANDING.

GENERAL NOTES:

FLUDRESCENT ORANGE REFLECTIVE SHEETING SHALL IN
ACCORDANCE WITH SEC 1042.2.7.3.

BALLAST FOR TRAFFIC CONTROL DEVICES SHALL CONFORM TO
MANUFACTURERS’ RECOMMENDATION FOR FIELD CONDITIONS
WHEN APPLICABLE.

WHITE AND ORANGE REFLECTIVE SHEETING SHALL BE IN
ACCORDANCE WITH SEC 1042.2.7.2.

[F REQUIRED BY THE ENGINEER OR SPECIFIED ON THE
PLANS, EACH DIRECTION INDICATOR BARRICADE,
CHANNELIZER, AND VERTICAL PANEL SHALL BE EQUIPPED
WITH ONE TYPE C DR SEQUENTIAL FLASHING WARNING
PORTABLE LIGHT UNIT. IF USED, THE LIGHT UNIT AND
BATTERY COMPARTMENT SHALL BE FURNISHED BY THE DEVICE
MANUFACTURER OR OTHERWISE MEET THE MANUFACTURER'S
RECOMMENDATIONS FOR DESIGN AND WILL BE REQUIRED ON
ALL DEVICES IN THE SERIES.

UPON APPROVAL OF THE ENGINEER. THE CONTRACTOR MAY.
AT NO ADDITIGONAL COST., USE DRUM-LIKE CHANNELIZERS
[N LIEU OF TRIM-LINE CHANNELIZERS TO PROVIDE LONG—
[TUDINAL CHANNELIZATION WITHIN THE ACTIVITY AREA
WHERE NO RAMPS. INTERSECTIONS OR LIMITED LATERAL
CLEARANCE EXISTS.

UPON APPROVAL OF THE ENGINEER, THE CONTRACTOR MAY,

AT NO ADDITIGNAL COST. USE DIRECTION INDICATOR BARRI-—
CADES [N LIEU OF TRIM-LINE CHANNELIZERS IN MERGING
TAPERS.

UPON APPROVAL OF THE ENGINEER. THE CONTRACTOR MAY.
AT NO ADDITIONAL COST, USE VERTICAL PANELS IN LIEU
OF TRIM-LINE CHANNELIZERS TO PROVIDE LONGITUDINAL

CHANNEL IZATION WITHIN THE ACTIVITY AREA.

UPON APPROVAL OF THE ENGINEER, THE CONTRACTOR MAY,
AT NO ADDITIGONAL COST., USE CONES IN LIEU OF TRIM-
LINE CHANNELIZERS DURING DAYTIME OPERATIONS ON
MINOR ROUTES.

PANEL AND RAIL MARKINGS FOR TRAFFIC DELINEATION SHALL
SLOPE DOWNWARD TOWARD THE INTENDED DIRECTION OF
TRAVEL. [LLUSTRATIONS SHOWN ARE FOR INSTANCES WHERE
TRAFFIC MOVES TO THE LEFT, REVERSE CONFIGURATIONS
SHALL BE USED FOR TRAFFIC MOVEMENTS TO THE RIGHT.
MARKINGS SHALL ONLY BE APPLIED TO THE FRONT OF EACH
RAIL OR PANEL., OR MAY BE APPLIED TO BOTH THE FRONT
AND BACK PROVIDING THE MARKING ON THE BACK DOES NOT
CONFLICT WITH INTENDED OPPOSING TRAFFIC MOVEMENT.

IF A SEAL IS PRESENT ON THIS SHEET IT HAS BEEN ELECTRONICALLY SEALED AND DATED.

MISSOURI HIGHWAYS AND TRANSPORTATION
DOT COMMISSION
105 WEST CAPITOL

JEFFERSON CITY, MO 65102
1-888-ASK-MODOT (1-888-275-6636)
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4//

WHITE PAVEMENT

/ MARKING LINE (EXISTING)

MARKER NS A
N
¢ X} ¢ R) (S ¢ ¢ ‘ f
- ) ~—
40’ 40’ 40" (TYP.) \\44,4“ WHITE PAVEMENT
MARKING LINE
120" (TYP.) "
4" SOLID YELLOW

PAVEMENT MARKING

TWO LANE 7 TWO WAY TRAFFIC DELINEATION PLAN

FOR DIVIDED HIGHWAY

IF RAISED PAVEMENT MARKERS ARE PRESENT., THE LENSES
SHALL BE REMOVED OR COVERED TO THE SATISFACTION
OF THE ENGINEER.

ONE TYPE I1I MOVABLE BARRICADE WILL BE REQUIRED TO COMPLETELY
CLOSE EACH 8’ OF PAVEMENT. PAVED SHOULDERS SHALL BE INCLUDED
IN THE AREA TO BE CLOSED.

SIGNS SHALL BE LIGHT WEIGHT (ROLL-UP OR PLASTIC) AND OBSCURE NO
MORE THAN 50 PERCENT OF THE TOP 2 RAILS OR 33 PERCENT OF ALL
THREE RAILS.

TYPE C WARNING LICHTS SHALL BE LIGHT WEIGHT (3.3 LBS. DR LESS)
OR HAVE BATTERY PACK MOUNTED NO HIGHER THAN 18-INCH AND SHALL
NOT COVER ANY PORTION OF THE BARRICADED FACE.

IF SIGNS OR LIGHTS CANNOT MEET THE ABOVE REQUIREMENTS, THEY
SHALL BE MOUNTED ON SEPARATE CRASHWORTHY DEVICES AT HEIGHTS
SPECIFIED FOR POST MOUNTED SICNS., LOCATED [N TABLE A ON SHEET 1.

WHERE A BARRICADE ARRAY EXTENDS ACROSS A ROADWAY. THE STRIPES
SHALL SLOPE DOWNWARD IN THE DIRECTION TOWARD WHICH TRAFFIC MUST
TURN OR PASS.

WHERE BOTH RIGHT AND LEFT VEHICULAR MOVEMENTS ARE PROVIDED. THE
STRIPES SHALL SLOPE DOWNWARD IN BOTH DIRECTIONS FROM THE CENTER
OF THE BARRICADE ARRAY.

WHERE NO VEHICULAR MOVEMENTS ARE PROVIDED. THE STRIPES SHALL
SLOPE DOWNWARD TOWARD THE CENTER OF THE BARRICADE ARRAY.

MOVABLE BARRICADES SHALL BE ENTIRELY FREE STANDING AND
MARKING SHALL ONLY BE APPLIED TO THE FRONT OF EACH
BOTH THE FRONT AND THE BACK OF EACH
ON THE BACK DOES NOT CONFLICT WITH
MOVEMENT.  WHERE MARKING IS NOT
STRIPS OF 3" WIDE ORANGE SHEETING MAY

TYPE TTI
PORTABLE.
RAIL OR MAY BE APPLIED TO
RAIL PROVIDED THE MARKING
INTENDED ODPPOSING TRAFFIC
PROVIDED ON THE BACKSIDE,
BE APPLIED TO THE ENDS OF

WHITE AND ORANGE REFLECTIVE SHEETING SHALL BE
SEC 104.2.7.3.

[N ACCORDANCE WITH

TYPE I11

EACH RAIL TO HELP DELINEATE THE DEVICE.

TUBULAR

OPTIONAL TYPE C
WARNING LIGHTS

e s
. ~
’
'
1

R KKK
N S35
o LS55

LERRXRKS

;>>\>\ ‘ ; WHITE
P ,///:;7ﬁAND

MARKER 2" MIN
CIRCUMFERENTIAL ASTM D4956 i
TYPE 4 OR 5 WHITE s
o< é
= =
=
ORANGE N . 5
4" SOLID N
YELLOW
PAVEMENT
4" SOLID YELLQW MARK NG
PAVEMENT MARKINGﬂ\\\\\\\\
/ N\
12// 12//
2-0" N———EXISTING
ROADWAY
SECTION A-A

TUBULAR MARKER DETAIL

AN ADHESIVE.

IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS,

SHALL BE USED TO APPLY THE TUBULAR MARKER TO THE ROADWAY SURFACE.
THE ADHESIVE SHALL PERMIT EASY REMOVAL OF THE TUBULAR MARKER WITHOUT

DAMAGE TO THE ROADWAY SURFACE.

REFLECTIVE SHEETING APPLIED TO TUBULAR MARKERS SHALL BE REBOUNDABLE

MEETING ASTM D4956.

ORANGE
SHEETING

(AEES
2 KELRKSY
KKK
® (LS
(KRLEEH

CRUARKKKY

5 - 0"

IF A SEAL IS PRESENT ON THIS SHEET IT HAS BEEN ELECTRONICALLY SEALED AND DATED.
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STROBE LIGHT REQUIREMENTS

PORTABLE WARNING LIGHTS

IF A SEAL IS PRESENT ON THIS SHEET IT HAS BEEN ELECTRONICALLY SEALED AND DATED.

STROBE gr—12"
Sen >IREBE  STROBE LIGHTS SHALL BE SHIELDED SO THEY WILL NOT BE DIRECTLY freE A frek o Tee SEQUENTIAL
LIGHT
VISIBLE FROM THE REAR. NO DIRECT PAYMENT WILL BE MADE FOR THE LOW INTENSITY HIGH INTENSITY STEADY BURN FLASHING
BATTERIES REQUIRED TO POWER THE STROBE LIGHTS.
LENS DIRECTIONAL FACES 1 OR 2 1 1 0R 2 1
AT THE CONTRACTOR’S OPTION, THE STROBE LIGHTS MAY BE CONTROLLED FLASHING RATE PER MINUTE 55 TO 75 55 TQ 75 CONSTANT 55 TO 75
SPEED BY A SWITCH LOCATED ON THE SIGN OR MAY BE A STANDARD TWO- MINIMUM ON=T [ME (1) 10% 8%, CONSTANT CONSTANT
CHANNEL DIGITAL TRANSMITTER AND RECEIVER UNIT. [F THE TRANSMITTER
R2—1 AND RECEIVER METHOD 1S USED., ONE TRANSMITTER SHALL BE FURNISHED HOURS OF OPERATION DUSK TO DAWN 24 HRS/ZDAY DUSK TO DAWN 24 HRS/DAY
\ LlMlT TO THE ENGINEER AT THE TIME OF INSTALLATION OF THE SPEED LIMIT
ASSEMBLY. THE TRANSMITTER WILL BE RETURNED TO THE CONTRACTOR AL A A A A A
AT THE COMPLETION OF THE PROJECT. THE TRANSMITTER AND RECEIVERS &?ZﬁT FRgQPi glsﬁgNEEO%ENgéob ﬁég?IE)SH L BE VISIBLE ON A CLEAR
WILL REMAIN THE PROPERTY OF THE CONTRACTOR AFTER THE PROJECT 1S .
%gxié5¥%?ER QSDDéE%E¥vEéTMENT WELL BEMADE FORTHE COST OF THE TYPE B LIGHTS SHALL BE VISIBLE ON A SUNNY DAY WHEN VIEWED WITHOUT
THE SUN DIRECTLY ON OR BEHIND THE DEVICE FROM A DISTANCE OF
1000 FEET(2).
54744*\\\\\\‘
WHEN SEQUENTIAL FLASHING WARNING LIGHTS SHALL BE PLACED WITHIN THE
MERGING TAPER AND STILL COMMUNICATE WITH ANY LIGHT WITH THE
FLASHING | SEQUENCE. THE LIGHTS SHOULD BE CAPABLE OF BEING SPACED AT LEAST
TRATLER (TYP.) 60 FEET AND MAY HAVE AN OFFSET CAPABILITY OF AT LEAST 6 FEET.
- | agégiEéBé%GN (1) LENGTH OF TIME THAT INSTANTANEOUS INTENSITY IS EQUAL TOQ QR
2 GREATER THAN EFFECTIVE INTENSITY.
= (2) THIS VISIBILITY MUST BE MAINTAINED WITHIN A SOLID ANGLE 9°
z \ ON EACH SIDE QF THE VERTICAL AXIS, AND 5° ABOVE AND 5° BELOW
= T THE HORIZONTAL AXIS.
© o PORTABLE WARNING LIGHTS SHALL BE BATTERY- OR SOLAR-POWERED
| AND CONSIST OF A SIGNLE UNIT (HEAD AND HOUSING).
o % 5 CHANNELIZERS AT 20’ INTERVALS. CHANNEL IZERS
SEE NON—=PORTABLE SIGN MOUNTING + A * MAY BE OMITTED WHERE THE CHANGEABLE MESSAGE iy
FOR LATERAL DIMENSIONS | . SIGN 1S LOCATED 15’ OR MORE FROM THE EDGE OF
) S ANY SHOULDER (EDGE OF ROADWAY WHOULD THERE
SPEED LIMIT AND = BE NO SHOULDER), BEYOND THE DITCH LINE, OR -
BEHIND A CURB OR PHYSICAL BARRIER.
STROBE LIGHT ASSEMBLY o) -
THE ASSEMBLY MAY BE EITHER POST— OR PORTABLE- o
MOUNTED. Y o ::::;;7>4” WIDE QRANGE
THE ASSEMBLY SHALL ONLY BE USED AS SPECIFIED \ AND WHITE
ON THE PLANS OR AS DIRECTED BY THE ENGINEER. CHANNEL [ ZERS T
THE ASSEMBLY SHALL BE COVERED OR ROTATED SO EDGE OF PAVEMENT
THE SIGNS ARE NOT VISIBLE TO TRAFFIC WHEN WORK (OR SHOULDER WHERE
[S SUSPENDED OR THE CONDITION REQUIRING THE APPLICABLE) ,
SPEED REDUCTIGON IS NOT PRESENT FOR 48 HOURS z
OR MORE. = STRIPES SHALL SLOPE
THE STROBE LIGHTS SHALL BE TURNED OFF WHEN - DOWNWARD  TOWARD
THE SPEED LIMIT IS NOT IN EFFECT. THE SIDE WHICH TRAFFIC
[S TD PASS.
SOKLLLALAL
O O TYPE 3 OBJECT MARKERS
WHITE AND ORANGE REFLECTIVE SHEETING SHALL BE
O O ) IN ACCORDANCE WITH SEC 1042.2.7.3.
= MISSOURI HIGHWAYS AND TRANSPORTATION
O O O O O O O = DOT COMMISSION
~ 105 WEST CAPITOL
JEFFERSDON CITY., MO 65102
O O 1-888-ASK-MODOT (1-888-275-6636)
EDGE OF PAVEMENT T
(OR SHDULDER WHERE SOF Mg,
O O APPLICABLE) S ees %Y
SS90 KN P2
S/ PHLLPS HARVEY | =
[ T ] iy, WER sl TEMPORARY
AN YRS
‘ %, == | TRAFFIC CONTROL DEVICES
FLASHING ARROW PANEL REQUIREMENTS | 6" MIN. AT
le smﬂgts), SEALED, AND. DATED
PANEL MOUNTING HEIGHT SHALL BE AT LEAST 7 FEET FROM THE ELEGTRONIGALLY.
ROADWAY SURFACE TO THE LOWEST POINT ON THE PANEL. THE oro1r2012 <HEET NO.
BOTTOM OF THE PANEL SHALL BE RELATIVELY LEVEL WHEN IN USE. DATE EFFECTIVE: 08/01/2012
CHANGEABLE MESSAGE SIGN DATE PREPARED:  7/26/2012 616°1OA0 4 OF 8




WARNING SIGNS

COLOR
SIGN SI/ZE AREA Egg. BACK SHEETING DESCRIPTIGN
(IN.) (SQ. FT.)| BRD. | GROUND
SPECTAL 36X36 9.00 BK FL. OR R4 FRESH OIL/LOOSE GRAVEL (3)
E05-2 48X36 12.00 BK FL. OR R4 EXIT OPEN
E05-2a 48X36 12.00 BK FL. OR R4 EXIT CLOSED
WO1-1L 48X48 16.00 BK FL. OR R4 TURN (SYMBOL LEFT ARRCW)
WO1-1R 48X48 16.00 BK FL. OR R4 TURN (SYMBOL RIGHT ARROW)
WO1-2L 48X48 16.00 BK FL. OR R4 CURVE (SYMBOL LEFT ARROW)
WO1-2R 48X48 16.00 BK FL. OR R4 CURVE (SYMBOL RIGHT ARROW)
WO1-3L 48X48 16.00 BK FL. OR R4 REVERSE TURN (SYMBOL LEFT ARROW)
WO1-3R 48X48 16.00 BK FL. OR R4 REVERSE TURN (SYMBOL RIGHT ARROW)
WO1-4L 48X48 16.00 BK FL. OR R4 REVERSE CURVE (SYMBOL LEFT ARROW)
WO1-4R 48X48 16.00 BK FL. OR R4 REVERSE CURVE (SYMBOL RIGHT ARROW)
WO1-4bL 48X48 16.00 BK FL. OR R4 DOUBLE ARRGCOW REVERSE CURVE (SYMBOL LEFT ARRGWS) (2)
WO1-4bR 48X48 16.00 BK FL. OR R4 DOUBLE ARRGOW REVERSE CURVE (SYMBOL RIGHT ARROWS) (2)
WO1—-4cL 48X48 16.00 BK FL. OR R4 TRIPLE ARROW REVERSE CURVE (SYMBOL LEFT ARROWS) (2)
WO1-4cR 48X48 16.00 BK FL. OR R4 TRIPLE ARRGCW REVERSE CURVE (SYMBOL RIGHT ARROWS) (2)
W01 -6 60X30 12.50 BK FL. OR R4 HORIZONTAL ARROW (SYMBOL)
W01 -6a T2X36 18.00 BK FL. OR R4 HORIZONTAL ARROW (SYMBOL ON PERMANENT BARRICADE) (1)
WO1 -7 60X30 12.50 BK FL. OR R4 DOUBLE HEAD HORIZONTAL ARROW (SYMBOL)
WO1-7a 72X36 18.00 BK FL. OR R4 DOUBLE HEAD HORIZONTAL ARROW (SYMBOL ON PERMANENT BARRICADE) (1)
WOo1-8 18X24 3.00 BK FL. OR R4 CHEVRON (SYMBOL)
WO1-8a 30X36 7.50 BK FL. OR R4 CHEVRON (SYMBOL FOR DIVIDED HIGHWAYS)
W03 -1 48X48 16.00 BK FL. OR R4 STOP AHEAD (SYMBOL)
W03-2 48X48 16.00 BK FL. OR R4 YIELD AHEAD (SYMBOL)
WO3-3 48X48 16.00 BK FL. OR R4 SIGNAL AHEAD (SYMBOL)
WO03-4 48X48 16.00 BK FL. OR R4 BE PREPARED TOD STOP
WO3-5 48X48 16.00 BK FL. OR R4 SPEED LIMIT AHEAD
Wo4-1L 48X48 16.00 BK FL. OR R4 MERGE (SYMBOL FROM LEFT)
WO4-1R 48X48 16.00 BK FL. OR R4 MERGE (SYMBOL FROM RIGHT)
W05 -1 48X48 16.00 BK FL. OR R4 ROAD/BRIDGE/RAMP NARROWS (4)
WO5-3 48X48 16.00 BK FL. OR R4 ONE LANE BRIDGE
WO5-5 48X48 16.00 BK FL. OR R4 NARROW LANES (3)
WO6—1 48X48 16.00 BK FL. OR R4 DIVIDED HIGHWAY (SYMBOL)
Wo6 -2 48X48 16.00 BK FL. OR R4 DIVIDED HIGHWAY END (SYMBOL)
Wo6 -3 48X48 16.00 BK FL. OR R4 TWO WAY TRAFFIC (SYMBOL)
WO7-3a 30X24 5.00 BK FL. OR R4 NEXT XX MILES (PLAQUE)
WO8—1 48X48 16.00 BK FL. OR R4 BUMP
Wo8-2 48X48 16.00 BK FL. OR R4 DIP
WO8-3 48X48 16.00 BK FL. OR R4 PAVEMENT ENDS
wo8 -4 48X48 16.00 BK FL. OR R4 SOFT SHOULDER
W08 -5 48X48 16.00 BK FL. OR R4 SLIPPERY WHEN WET (SYMBOL)
W08 -6 48X48 16.00 BK FL. OR R4 TRUCK CROSSING WITH FLAGS
WO8—-6c 48X48 16.00 BK FL. OR R4 TRUCK ENTRANCE (3)
Wo8—71 36X36 9.00 BK FL. OR R4 LOOSE GRAVEL
W08-9 48X48 16.00 BK FL. OR R4 LOW SHOULDER
Wo8—-11 48X48 16.00 BK FL. OR R4 UNEVEN LANES
Wo8—-12 48X48 16.00 BK FL. OR R4 NO CENTER LINE
W08-15 48X48 16.00 BK FL. OR R4 GROOVED PAVEMENT
WO08-15p 30xX24 5.00 BK FL. OR R4 MOTORCYCLE (PLAQUE)
wo8—-17 48X48 16.00 BK FL. OR R4 SHOULDER DROP-OFF (SYMBOL)
wo8-17p 30X24 5.00 BK FL. OR R4 SHOULDER DROP-OFF (PLAQUE)
W10-1 42 RND. 9.62 BK FL. YL R4 RATLROAD CROSSING
W012-1 24X24 4.00 BK FL. OR R4 DOUBLE DOWN ARROW (SYMBOL)
W012-2 48X48 16.00 BK FL. OR R4 LOW CLEARANCE (SYMBOL)
WO12-2x 24X18 3.00 BK FL. OR R4 LOW CLEARANCE (PLAQUE) (3)
Wo12-2a 84X24 14.00 BK FL. OR R4 OVERHEAD LOW CLEARANCE (FEET AND INCHES) (3)
SPECITAL 120X60 50.00 BK FL. OR R4 LOW CLEARANCE XX FT XX IN XX MILES AHEAD (3)
SPECTAL 120X60 50.00 BK FL. OR R4 WIDTH RESTRICTION XX FT XX IN XX MILES AHEAD (3)
WO13-1 30X30 6.25 BK FL. OR R4 ADVISORY SPEED (PLAQUE)
Wo16-2 30X24 5.00 BK FL. OR R4 XXX FEET (PLAQUE)
Wo16-3 30X24 5.00 BK FL. OR R4 X MILE (PLAQUE)
WO020-1 48X48 16.00 BK FL. OR R4 ROAD/BRIDGE/RAMP WORK AHEAD (4)
W020-2 48X48 16.00 BK FL. OR R4 DETOUR AHEAD
W020-3 48X48 16.00 BK FL. OR R4 ROAD CLOSED AHEAD
Wo20-4 48X48 16.00 BK FL. OR R4 ONE LANE ROAD AHEAD
WO020-5 48X48 16.00 BK FL. OR R4 RIGHT/CENTER/LEFT LANE CLOSED AHEAD (4)

SIGN DEPICTION, ARROW, BORDERS AND SPACING SHALL BE IN
ACCORDANCE WITH THE LATEST EDITION OF "STANDARD HIGHWAY
SIGNS” BY THE U.S. DEPARTMENT OF TRANSPORTATION - FHWA.

REFER TO THE LATEST EDITION OF MUTCD PART VI

DEPARTMENT OF TRANSPORTATION — FHWA FOR SIGN DEPICTION.

ARROW, BORDERS AND SPACING SHALL CONFORM TO THE GUIDELINES

SET FORTH IN THE LATEST EDITION OF “STANDARD HIGHWAY
SIGNS” BY THE U.S. DEPARTMENT OF TRANSPORTATION - FHWA.

ARROW., BORDERS AND SPACING SHALL BE IN ACCORDANCE WITH

THE LATEST EDITION OF "STANDARD HIGHWAY SIGNS”

DEPARTMENT OF TRANSPORTATION — FHWA.

USE OF A SUPPLEMENTAL PLATE FOR LINE 1 IS ACCEPTABLE.
PLAQUE AND APPLICABLE REGULATORY SIGN MAY BE

MANUFACTURED AS ONE SIGN.
R4 REFER TO SEC 1042.2.7.3.

BY THE U.S.

BY THE U.S.

GENERAL NOTES:

SIGN LAYOUTS SHALL BE I[N ACCORDANCE WITH THE LATEST
EDITION OF “STANDARD HIGHWAY SIGNS” BY THE U.S.
DEPARTMENT OF TRANSPORTATION — FHWA. UNLESS
SPECIFIED OTHERWISE.

SIGN DIMENSIONS SHOWN ARE MINIMUM. NO ADDITIONAL
PAYMENT WILL BE MADE IF CONTRACTORS USE LARGER
SIGNS.

NO ADDITIONAL PAYMENT WILL BE MADE FOR PLATES.

ALL PLAQUES SHALL HAVE A BORDER.
HAVE A BORDER.

PLATES SHALL NOT

MISSOURI HIGHWAYS AND TRANSPORTATION
DOT COMMISSION
105 WEST CAPITOL

JEFFERSON CITY, MO 65102
1-888-ASK-MODOT (1-888-275-6636)
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IF A SEAL IS PRESENT ON THIS SHEET IT HAS BEEN ELECTRONICALLY SEALED AND DATED.



WARNING SIGNS

COLOR
SIGN SIZE AREA SYM. SHEETING DESCRIPTION
LEG. BACK
(IN.) (SQ. FT. BRD. [GROUND
WO020-5a 48X48 16.00 BK FL. OR R4 2 RIGHT/CENTER/LEFT LANES CLOSED AHEAD (4)
SPECIAL W020-6a 48X48 16.00 BK FL. OR R4 RIGHT/CENTER/LEFT LANE CLOSED (3)04)
Wo20-7 48X48 16.00 BK FL. OR R4 FLAGGER (SYMBOL) WITH FLAGS
Wwo21-2 36X36 9.00 BK FL. OR R4 FRESH OIL
SPECIAL W021-5b 48X48 16.00 BK FL. OR R4 SHOULDER WORK AHEAD (3)
W022-1 48X48 16.00 BK FL. OR R4 BLASTING ZONE AHEAD
Wo22-2 42X36 10.50 BK FL. OR R4 TURN OFF 2-WAY RADIO AND PHGONE
W022-3 42X36 10.50 BK FL. OR R4 END BLASTING ZONE
SPECIAL W022-6e 21X15 2.19 BK FL. OR R4 WET PAINT (ARRQOW PIVOTS) (3)
GUIDE SIGNS

E05-1 36X48 12.00 BK FL. OR R4 GORE EXIT (3)
G020-1 60X24 10.00 BK FL. OR R4 ROAD WORK NEXT XX MILES
GD20-2 48X24 8.00 BK FL. OR R4 END ROAD WORK
G020-4 36X18 4.50 BK FL. OR R4 PILOT CAR FOLLGOW ME
SPECIAL 42X30 8.75 BK FL. OR R4 PLEASE WAIT FOR PILOT CAR (3)
GD20-5aP 36X24 6.00 BK FL. OR R4 WORK ZONE (PLAQUE) (3) (5)
MD4-8a 24X18 3.00 BK FL. OR R4 END DETOUR
MO4-9L 48X36 12.00 BK FL. OR R4 DETOUR (LEFT ARRQCW)
MO4-9R 48X36 12.00 BK FL. OR R4 DETOUR (RIGHT ARROW)
MO4-10L 48X18 6.00 BK FL. OR R4 DETOUR (ARROW LEFT)
MD4—-10R 48X18 6.00 BK FL. OR R4 DETOUR (ARROW RIGHT)

REGULATORY SIGNS
R1-1 48X48 13.25 WH RD R2 STOP
R1-2 48 TRI. 6.93 RD WH R2 YIELD
R1-2a 36X36 9.00 BK WH R2 TO ONCOMING TRAFFIC (PLAQUE)
R1-3 20X9 1.25 WH RD R2 X=WAY (PLAQUE)
R2-1 36X48 12.00 BK WH R2 SPEED LIMIT XX
R3-1 48X48 16.00 BK/RD WH R2 NO RIGHT TURN (SYMBOL)
R3-2 48X48 16.00 BK/RD WH R2 NO LEFT TURN (SYMBOL)
R3-3 36X36 9.00 BK WH R2 NO TURNS
R3—4 48X48 16.00 BK/RD WH R2 NO U-TURN (SYMBOL)
R3-TL 30X30 6.25 BK WH R2 LEFT LANE MUST TURN LEFT
R3-7R 30X30 6.25 BK WH R2 RIGHT LANE MUST TURN RIGHT
R4-1 36X48 12.00 BK WH R2 DO NQT PASS
R4-2 36X48 12.00 BK WH R2 PASS WITH CARE
R4-T7a 36X48 12.00 BK WH R2 KEEP RIGHT (HORIZONTAL ARRGOW)
R4-8a 36X48 12.00 BK WH R2 KEEP LEFT (HORIZONTAL ARROW)
R5-1 30X30 6.25 RD WH R2 DO NOT ENTER
R5-1a 36X24 6.00 WH RD R2 WRONG WAY
Re—-1L 48%X18 6.00 BK WH R2 ONE WAY ARROW (LEFT)
Ro-1R 48X18 6.00 BK WH R2 ONE WAY ARROW (RIGHT)
Ro-2L 24X30 5.00 BK WH R2 ONE WAY (LEFT)
R6-2R 24X30 5.00 BK WH R2 ONE WAY (RIGHT)
R10-6 24X36 6.00 BK WH R2 STOP HERE ON RED (45° ARROW)
R11-2 48X30 10.00 BK WH R2 ROAD CLOSED
R11-3a 60X30 12.50 BK WH R2 ROAD CLOSED XX MILES AHEAD LOCAL TRAFFIC ONLY
R11-4 60X30 12.50 BK WH R2 ROAD CLOSED TO THRU TRAFFIC
CONST-3A 60X48 20.00 BK A s R2 FINE SIGN (3)
CONST-3X 56X12 4.67 BK WH R2 SPEEDING/PASSING (PLATE) (3)

SPECIAL SIGNS

CONST-=7-72 T2X36 18.00 WH/BL | BK/FL.OR R2 RATE OUR WORK ZONE
CONST-7-48 48X24 8.00 WH/BL | BK/FL.OR R2 RATE OUR WORK ZONE

SIGN DEPICTIGON. ARRGOW. BORDERS AND SPACING SHALL BE IN
ACCORDANCE WITH THE LATEST EDITION OF "STANDARD HIGHWAY
SIGNS” BY THE U.S. DEPARTMENT OF TRANSPORTATION — FHWA.

REFER TO THE LATEST EDITION OF MUTCD PART VI BY THE U.S.
DEPARTMENT OF TRANSPORTATION — FHWA FOR SIGN DEPICTION.
ARROW. BORDERS AND SPACING SHALL CONFORM TO THE GUIDELINES
SET FORTH IN THE LATEST EDITION OF “STANDARD HIGHWAY
SIGNS” BY THE U.S. DEPARTMENT OF TRANSPORTATION — FHWA.

ARRDOW, BORDERS AND SPACING SHALL BE IN ACCORDANCE WITH

THE LATEST EDITION OF "“STANDARD HIGHWAY SIGNS” BY THE U.S.
DEPARTMENT OF TRANSPORTATION — FHWA.

USE OF A SUPPLEMENTAL PLATE FOR LINE 1 IS ACCEPTABLE.

PLAQUE AND APPLICABLE REGULATORY SIGN MAY BE
MANUFACTURED AS ONE SIGN.

R2 REFER TO SEC 1042.2.7.2.
R4 REFER TO SEC 1042.2.7.3.

GENERAL NOTES:

SIGN LAYOUTS SHALL BE IN ACCORDANCE WITH THE LATEST
EDITION OF “STANDARD HIGHWAY SIGNS” BY THE U.S.
DEPARTMENT OF TRANSPORTATION — FHWA, UNLESS
SPECIFIED OTHERWISE.

SIGN DIMENSIONS SHOWN ARE MINIMUM. NO ADDITIONAL
PAYMENT WILL BE MADE IF CONTRACTORS USE LARGER
SIGNS.

NO ADDITIONAL PAYMENT WILL BE MADE FOR PLATES.

ALL PLAQUES SHALL HAVE A BORDER.
HAVE A BORDER.

PLATES SHALL NOT

MISSOURI HIGHWAYS AND TRANSPORTATION
DOT COMMISSION
105 WEST CAPITOL

JEFFERSON CITY, MO 65102
1-888-ASK-MODOT (1-888-275-6636)

IF A SEAL IS PRESENT ON THIS SHEET IT HAS BEEN ELECTRONICALLY SEALED AND DATED.
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(1) SIGN DEPICTION, ARROW, BORDERS AND SPACING SHALL BE IN
ACCORDANCE WITH THE LATEST EDITION OF “STANDARD HIGHWAY
SIGNS” BY THE U.S. DEPARTMENT OF TRANSPORTATION — FHWA.

(2) REFER TO THE LATEST EDITION OF MUTCD PART VI BY THE U.S.
DEPARTMENT OF TRANSPORTATION — FHWA FOR SIGN DEPICTION.
ARROW, BORDERS AND SPACING SHALL CONFORM TO THE GUIDELINES
SET FORTH IN THE LATEST EDITION OF "STANDARD HIGHWAY
SIGNS” BY THE U.S. DEPARTMENT OF TRANSPORTATION — FHWA.

(3) ARROW., BORDERS AND SPACING SHALL BE IN ACCORDANCE WITH
THE LATEST EDITION OF “STANDARD HIGHWAY SIGNS"” BY THE U.S.
DEPARTMENT OF TRANSPORTATION — FHWA.

(4) USE OF A SUPPLEMENTAL PLATE FOR LINE 1 [S ACCEPTABLE.

(5) PLAQUE AND APPLICABLE REGULATORY SIGN MAY BE
MANUFACTURED AS ONE SIGN.

8C

NARROW
L ANE

AN
//

TRUCK
ENTRANCE

2 LOW ) e
CLEARANCEJ] 5¢

8C

S

W012-2x (3)

Wo5-5 (3) wo8-6¢c (3) SPECIAL (3)

Rate Our | xw
sc TROAD Work Zone| e

) e

modot.org | =t

CONST-7-48

e D Rate Our | scw
5. JIROAD Work Zone| st

PLEASE WAIT B 5 TWORK ot
I_—OR =g =C IAHE AD

modot.org | «=wm
WO8-15(3) PILOT CAR 58
W08-15p CONST-7-72

e XX FT & 122 XX FT = S J ) GENERAL NOTES:

FL. OR
SIGN LAYOUTS SHALL BE I[N ACCORDANCE WITH THE LATEST
EDITION OF “STANDARD HIGHWAY SIGNS” BY THE U.S.

DEPARTMENT OF TRANSPORTATION — FHWA UNLESS
WO12-2a (3) (¢ 1) SPECIAL (3) SPECIFIED OTHERWISE.

r 14 2
MlN. $25O FlNE 6C SIGN DIMENSIONS SHOWN ARE MINIMUM. NO ADDITIONAL

Y — PAYMENT WILL BE MADE IF CONTRACTORS USE LARGER

SIGNS.
WET o0 N SPEEDING - NO ADDITIONAL PAYMENT WILL BE MADE FOR PLATES.
PAINT 3D WORK 6D ALL PLAQUES SHALL HAVE A BORDER. PLATES SHALL NOT
o Z7ONE WHEN WORKERS 6C HAVE A BORDER.

\ 6D

L — /) PRESENT 6C LETTER DIMENSIONS SHALL BE AS SHOWN.

W020-6a (3)(4) W021-5b (3)

IF A SEAL IS PRESENT ON THIS SHEET IT HAS BEEN ELECTRONICALLY SEALED AND DATED.

Y J) MISSOURI HIGHWAYS AND TRANSPORTATION
G020-5aP (3) X ) DOT COMMISSION

_ 105 WEST CAPITOL
W022-6e (3) JEFFERSON CITY. MO 65102

CONST-3A (3) 1-888-ASK-MODOT (1-888-275-6636)

\\\\\\F\H/////
N
W)

A\

TEMPORARY
TRAFFIC CONTROL DEVICES

QAT

(@]

XX FT XX IN 10E XX FT XX IN T0E NUMBER
7 ‘ff/o NA\. é&i‘\}\‘\\\
CONST-3X (3) -

LOW CLEARANCE 5 WIDTH RESTRICTION || & . 22 e
[SPEEDING\PASSING6 %Pﬁ@éf
XX MILES AHEAD 8E XX MILES AHEAD 8F J Hronn ¥
)/ y THIS SHEET HAS BEEN
SPECIAL (3) SPECIAL (3) . SHEET NO.
e aonaon | 616.10AQ | 7 oF




O BOATS KEEP DUT (SIGN)
e — BOATS KEEP DUT (BUOY)
A _ NO WAKE (BUDY)

100’
(MAX)
A A A—
] \
!
y 0 ] O
I o
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I O =
3 2T
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: S
M . STATE ROUTE ‘ 0
kd i i ki
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i) [ T T
1 [ ] [ J
o ‘ I STATE ROUTE |
)y \ \ \ \
= T T T T
1
! * * !
0 !
\. \-
! O ° O !
| 1
i j
: A A A ,'
i RIVER OR i
i

4" -11"

94
[We)
=~
2 o
ED 5% L N
T8 fiow)
=&
L
SPEED /
COMPLETELY
FOAM FILLED
yd
! L—X STEEL REINFORCED

CONCRETE BALLAST

51 POUND ANCHOR
TACKLE PERMITTED

RESTRICTED AREA BUOY

("NO WAKE'™)

(6 REQUIRED — ROADWAY ITEM)

BODY OF WATER\ESIJ

947‘// N
0
7N
L
NEREEE RS
?8 U
a
o5 H WATER
e ol //LEVEL
COMPLETELY
FOAM FILLED
[\ STEEL REINFORCED

CONCRETE BALLAST

51 POUND ANCHOR
TACKLE PERMITTED

CONTROLLED AREA BUOY

("BOATS KEEP QUT™)

(8 REQUIRED — ROADWAY ITEM)

FLASHING
AMBER
LIGHTS

(2) 4 BRACKETS FOR

FLASHING AMBER LIGHTS

(4) 15 X 1% X &<
KNEE BRACES

14 X 1+ X 2 2 ALL ARGUND

2
ENCASING 2" =1" X 27
STYROFOAM BLOCKS

[Ce)
KEEP OUT
h N

SPECLAL SIGN WITH
15X 15 X %z
ALL ARDUND

X 8’

4 PIECES %" DIAMETER ROD 3" PIPE

AT FOUR CORNERS FOR
ANCHORAGE

~——% “ DIAMETER CABLE AND
CHAIN TO BE ADJUSTABLE

F"T‘\\i?R VARIQUS LAKE LEVELS
100 POUND ANCHOR

SPECIAL SIGN ASSEMBLY

( "BOATS KEEP 0OUT")
(4 REQUIRED — ROADWAY ITEM)

GENERAL NOTES:

[NFORMATION SHOWN [S SCHEMATIC ONLY. FINAL LOCATION
AND NUMBER OF SIGNS AND BUOYS IS SUBJECT TO APPROVAL
OF MISSOURI STATE WATER PATROL

THE DETAILS SHOWN ARE FOR BIDDING PURPOSES ONLY. ALL
MATERIALS AND LABOR NECESSARY TO INSTALL AND REMOVE

SIGNS SHALL BE INCIDENTAL TO OTHER ITEMS

THE CONTRACTOR IS RESPONSIBLE FOR BUOY MAINTENANCE
THROUGHOUT CONSTRUCTION AND FOR DETERMINING
ANTICIPATED WATER LEVELS DURING CONSTRUCTION. EACH
SIGN AND BUOY SHALL BE ANCHORED TO BOTTOM OF LAKE.

SIGNS SHALL BE DOUBLE FACED

EACH SIGN SHALL BE EQUIPPED WITH TWO (2) FLASHING
LIGHT UNITS WITH AMBER LENS. FLASHING LIGHT UNITS
SHALL BE FURNISHED AND MAINTAINED BY THE CONTRACTOR

ALL LETTERING TO BE BLACK IN COLOR IN BLOCK FORM.

FOR OTHER I[NFORMATION AND LOCATION OF SIGNS AND BUDYS
SEE SPECIAL PROVISIONS.

SCHEMATIC SHOWN [S FOR ONE NAVIGATIONAL SPAN. FOR
WORK ON OTHER SPANS MOVE APPROPRIATE SIGNS WITH NO
DIRECT PAY

COLOR:
BACKGROUND — WHITE
LEGEND — BLACK
2" REFLECTIVE BAND AND SYMBOL — INTERNATIGONAL
ORANGE

MISSOURI HIGHWAYS AND TRANSPORTATION
DOT COMMISSION
105 WEST CAPITOL

JEFFERSON CITY, MO 65102
1-888-ASK-MODOT (1-888-275-6636)
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ELECTRONICALLY.

FOR WATERWAYS

SHEET NO.
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DATE PREPARED:
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