0.0. PIPE 1" DIA. ROD (SHOP COAT
WITH ASPHALT BASE
ALUMINUM PAINT) 12" MIN.
BAND WIDTH
BAND SHALL BE SHAPED TO FIT 8"

PIPE (RDUND OR ARCH)

APPROX.
ONE-HALF
DIAMETER

W

FABRICATE CURTAIN WALL WITH CORRUGATIONS VERTICAL

METAL CURTAIN WALL

BAND SHALL BE SAME THICKNESS
AS CURTAIN WALL MATERTIAL

NON—-RODDED END

15" OR 18"

o4

SECTION A-A

TABLE FOR METAL

0.138
PLATE WELDED TO BOTTOM

SECTION B-B

INCH THICK GALVANIZED

WELD STUB TO RISER

5 CORRUGATION STUBS
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N
A,
—
12”7 MIN
PL AN
METAL INLETS

GENERAL NOTES:

DOT

MISSOURI HIGHWAYS AND TRANSPORTATION

COMMISSION
105 WEST CAPITOL

JEFFERSON CITY, MO 65102

1-888-ASK-MODOT (1-888-275-6636)

CURTAIN WALL
FOR ROUND OR ELLIPTICAL PIPE
DIA.[GALV.SHT. W H
IN. |THICK IN.| IN. IN.
18 0.064 72 35
2 0.064 72 35
24 0.064 72 40
30 0.064 84 40
36 0.079 84 49
42 0.079 96 49
48 0.079 36 49
54 0.079 120 | 58-1/2
60 0.109 120 | 58-1/2
66 0.109 132 | 58-1/2
72 0.109 132 | 68-1/2
78 0.138 132 | 68-1/2
84 0.138 144 | 68-1/2
FOR PIPE ARCH
B-2 0.064 72 30
B-3 0.064 72 30
B—4 0.079 84 30
B-5 0.079 84 30
B-6 0.109 96 35
B—7 0.109 96 35
B-8 0.109 108 35
B9 0.109 120 35
B-10] (0.138 120 40
B—11 0.168 125 50
B-12] 0.168 131 54
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