STEEL BANDS

BRACE

ROOT BALL

HOLE

SIX LAYERS OF BURLAP

TO BE INSTALLED

BEFORE BRACE BLOCKS

TREE <0

SECTION A-A

-
By
3K

\
N

=

,

STEEL BAND

2// X 2// X 6/

BRACE BLOCK

TCH

"

2" X 4" BRACE

BRACE BLOCK MAY BE
NAILED TO TREE

POST

///// 2 STEEL BANDS
% 7
ROOT BALL
9" DIAMETER 9"

METHOD OF SUPPORTING DECIDUOUS TREES

3" CALIBER OR LARGER

TWIST WIRE
TO TIGHTEN

WIRE BEFORE
TWISTING

HOLE

HOSE

SECTION B-B

Q
N

N

NO. 12-WIRE

// HOSE
*Qgs //f
gi; —
x /4\
fxi /»%\
ST =
i i 5 FT. “T” STEEL
’<§§§§:i 2;22%%>“ COMMERC AL FENCE
i§§§§§~ ,iigéii‘ POST
— —
—= —
) —
———— ——
A\l N A2
BACKF ILL N
MATERTAL \_ )
U | rooT BALL | U
9” DIAMETER 9”

METHOD OF SUPPORTING EVERGREEN TREES
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NOTES:

TREE WRAP SHALL BE INSTALLED BEFORE BRACING.

BRACE SHALL BE NAILED SECURELY TO POST AND BRACE

BLOCK.

BANDING SHALL BE DONE WITH A COMMERICAL BANDING

MACHINE.

GENERAL NOTE:

ALL NUMBER MEASUREMENTS ARE NOMINAL.
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24" BRANCHES ON
ANY STEM MAY BE
COUNTED

HEIGHT

WRAP ALL
STEMS

MULTI-STEM TREES
ACCEPTABLE IF ONE
STEM IS THE CALIBER
SPECIFIED
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MEASUREMENT OF
SMALL TREES

HEIGHT

| MEASURE TIP TO TIP |

MEASUREMENT OF
DECIDUOUS SHRUBS

THINNING
Curt

PRUNING CUTS

* MEASURE CALIBER FOR
TREES 4" OR LESS.

sk MEASURE CALIBER FOR
TREES MORE THAN 4".

MEASUREMENT OF
LARGE TREES

HEADING CUT

BASE WIDTH MEASURED NOT MORE THAN 10"
ABOVE THE GROUND LINE

MEASUREMENT OF
EVERGREEN TREES
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MINIMUM CLEAR
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IN THE PLANS

SPREAD MEASURED NO

MORE THAN 10"

ABOVE

THE GROUND LINE.
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