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	Sec
	Question #’s
	Rationale

	403.1
	
	Necessary to describe the work and contractor and MoDOT’s responsibilities.

	403.2
	
	Describes quality and engineering properties of material incorporated into the mixtures.

	403.2.6
	
	Clarification of properties for individual fractions blended aggregates in SMA mixtures.

	403.2.6.2
	
	Removed unnecessary spec. reference and method of introduction.

	403.3
	
	Necessary to describe composition of mixtures.  Gradation of SMA mixture was updated to AASHTO PP 41 requirements.

	403.4
	
	Describes characteristics of mixtures to achieve the desired performance.

	403.4.8
	
	Current AASHTO T 283 updated to reflect tighter tolerances, use of gyratory specimens and curing times.

	
	
	Check VCA

	403.5
	
	Performance characteristics are maintained through production tolerances.

	403.5.6
	
	Added performance requirement for check of moisture susceptibility characteristics during mixture production in lieu of PI requirement in aggregates.

	403.6
	
	Describes field laboratory required to control quality of mixtures.  Removed unnecessary statement of equipment requirements.

	403.7
	
	Refers to appropriate spec. for plants.

	403.8
	
	Refers to appropriate spec. for hauling equipment.

	403.9
	
	Describes the necessary components of a paver to place asphalt mixtures.  Unnecessary wording of paver functions was deleted.

	403.10
	
	Deleted, renumbered section for Construction Requirements as 403.10.  Removed roller requirements.  Requirements to meet mat density and smoothness are measured.

	403.10
	
	Necessary for proper placement, mix uniformity and adherence to underlying layers.  Sentences moved to clean up the paragraphs.  Mixture substitutions allowed at no sacrifice in performance.

	403.11
	
	Describes guidelines for mixture adjustments in the field to allow the contractor control of the mixture.

	403.12
	
	Refers to appropriate spec. for tack and prime coats.

	403.13
	
	Describes acceptable quality of mixture during placement.

	403.14
	
	Describes spot wedging and leveling course work.

	403.15
	
	Necessary to achieve uniform densification.  Removed methods and redundant directions.

	403.16
	
	Describes acceptable joints.

	403.16.1
	
	Clarify application of deficient joint density adjustment.

	403.17
	
	Necessary to describe QC program to be performed by the contractor.

	403.17.1.1
	
	Added printout from gyratory compactors and asphalt content devices as a requirement of the testing records.

	403.18
	
	Describes MoDOT’s  basis of acceptance of the contractors’ test results.

	403.19
	
	Describes acceptance procedures for the mixture to achieve the desired quality level.

	403.19.2
	
	Describe in more detail disposition of incomplete lots.

	403.19.3
	
	Requirement for field testing of moisture susceptibility added.  Study is on-going to determine proper procedures and limits for TSR.

	403.19.3.1
	
	Added modification for AASHTO T 308 to allow lower temperature for convection ignition ovens.  This follows protocols set up in AASHTO TP 53 – 95.  With Missouri’s dolomites, this has proved to provide lower correction factors while adequately burning the asphalt binder.

	403.20
	
	Necessary to describe equipment and procedures to measure pavement smoothness.  Equipment is specified because different types of profilographs yield different results.

	403.21
	
	Provides details to enhance safety and address miscellaneous construction items.

	403.22
	
	Provides instruction for measurement of pay items.

	403.22.1
	
	Remove subsections and pay by the ton of mixture.  Contractor control of mix design encourages most economical mixtures.

	403.22.2
	
	Clarifies samples for joint densities and full depth pavements.

	403.22.3
	
	Added to replace DSP 99-10 for evaluation of thickness in full depth pavements.

	403.23
	
	Necessary to describe basis of payment.

	403.23.3
	
	To simplify the process blow-up payment without force account and agreed prices.

	403.23.6
	
	Section added to describe adjustment due to low TSR values.


