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	Sec
	Question #’s
	Rationale *

	622.1, 622.10.1, 622.20.1 and 622.30.1
	3
	Provide description of work.  In Sec 622.1, added a term definition to eliminate the need to insert bridge decks at each location pavement was mentioned.

	622.2
	
	These subsections apply to all of the work under this specification and were brought to the front to avoid duplication of language and include no method specifications.

	622.10.2.1
	
	Removed method specifications.

	622.10.2.2 and 622.10.3.2
	9
	Removed method specifications where possible.  Need to specify that the equipment be able to automatically establish profile and change the slope.  If done manually, we would need to continuously measure the slope.  This would be labor intensive and not economical.

	622.10.2.3
	1
	Reduces the equipment on the roadway and potential unsafe environment. 

	622.10.3.1
	
	Removed method specifications.

	622.10.2.3 and 622.10.3.1
	
	Removed method specifications.

	622.10.3.3
	1
	Doesn’t tell the contractor how to do it, but what is required to provide a safe driving surface during milling operations.

	622.10.3.4
	
	Already a performance specification as written.

	622.10.3.5,

622.10.3.7 and 622.10.3.8
	1
	Provides for a safe driving conditions.

	622.10.3.6
	5
	Maintains integrity of existing pavement.

	622.10.5
	5
	Provided additional clarification on payment. 

	622.20.1.1
	5
	Deleted existing 622.20.1.1, because ambiguous language and unnecessary instructions.  Renumbered 622.20.1.2 to 622.20.1.1 and is needed to allow the engineer the right to extend the milling operations in the field to correct all rut deficiencies.

	622.20.1.2
	3
	Places the responsibility on the contractor to estimate the extent of milling.

	622.20.2 and 622.20.2.3
	
	Removed method specifications.

	622.20.2.1 
	5
	Minimum cutting width is needed on a rutted road, if shorter widths were allowed, the leveling device could be set at the bottom or at the top of a rut, which would provide an undesirable pavement profile.

	622.20.2.2
	5
	Controls depth of milling, thereby final texture desired for ride, noise control and friction characteristics and cannot be measured.

	622.20.2.3
	
	Deleted method specification.  The textured appearance has already been addressed and can be achieved through a visual inspection.

	622.20.3.1 and 622.20.3.3
	
	Deleted since already covered under Secs 622.2.1 and 622.10.2.2.  Renumbered subsequent subsections accordingly.

	Proposed 622.20.3.1 thru 622.20.3.6 
	5
	These specifications are needed to attain desired results.

	622.20.3.7 and. 622.20.3.8
	1
	These specifications provide for a safe driving environment during milling operations.

	622.20.3.9
	5
	Consolidated striping requirements under one section.  These specifications are needed to attain desired results.

	622.20.3.10 
	
	Removed method specification.  Traffic control will dictate the contractor’s operations.

	622.20.4 and Subsections
	
	The specifications on traffic control are unnecessary and were deleted.  Traffic control is addressed in Sec 616 and will be provided in the plans.  

	New 622.20.4
	3
	Renumbered 622.20.4.8 to 622.20.4.  This specification is needed to explain pavement marking requirements.

	622.30.2
	5
	Equipment other than diamond blades may result in fracturing the aggregate.

	622.30.3.1, 3.3, 3.4, 3.5 and 3.6
	
	Performance type specifications.

	622.30.3.2
	5
	Undersealing may raise the pavement, so needs to be accomplished first.

	622.30.3.7
	5
	Added spacing of grooves to address presence of soft aggregate.  This was determined necessary after a recent I-44 job in which the diamond ground concrete surface lost its friction values within one year.  The cause was attributed to the soft aggregate used in the concrete. 

	622.30.3.8
	
	Added restrictions to disposal of grinding residue to ensure the residue would not become a water pollutant. 

	622.30.3.9
	5
	Added striping requirements.

	622.30.4
	
	Deleted, considered redundant.

	622.30.4
	
	Added a new section to provide minimum smoothness criteria to ensure we are getting what we are paying for.

	622.30.5
	3
	Added language to resolve if gaps should be included in payment.

	622.30.6
	5
	Added language to clarify what payment covered.

	622.40
	
	Incorporated diamond grinding jsp into specification.  Removed method specifications except where needed to ensure a quality product would be provided (similar to what was done in Sec 622.30).


