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	Sec
	Question #’s
	Rationale

	625.1
	5
	The order of work as specified is needed to ensure all voids are filled.  From experience, we have found that performing pavement repair has resulted in creating voids beneath the adjoining pavement on a magnitude of approximately 80 percent of the time.  It is also not desired to perform undersealing after placement of the overlay.  Pressure grouting after placement of an overlay could result of forcing grouting material between the interface of the existing pavement and overlay. 

	625.2.1
	3
	Edited to be consistent with other material section’s language.

	625.2.2
	
	Removed method specification.

	625.3 and Subsections
	
	Created a new section.   Requirements were originally provided under Sec 625.3.2.  All requirements are performanced-related specifications.  Renumbered subsequent sections accordingly.

	625.3.2
	
	Moved under Sec 625.3.

	625.4.1
	5
	Voids are not adequately filled under these conditions and impossible to determine if they are without coming back at a later time and running deflection testing, which will be at additional costs, time consuming and may require undersealing again, which could all have been avoided if undersealing would had been delayed until more desirable conditions.

	625.4.2 and Subsections
	4, 5
	Instructions needed to verify plant performance\quality.

	625.4.3
	
	Removed method specifications.

	625.4.4 and Subsections
	4, 5
	Removed method specifications, but requirements are necessary to ensure existing pavement is not damaged by excessive undersealing.  

	625.4.5 and Subsections
	4, 5
	Removed method specifications, but requirements are necessary to ensure desired results are attained.

	625.4.6
	5
	Some of the instructions were deleted and will be placed in the Construction Manual.

	625.4.7
	1
	Provide a safe driving environment.

	625.4.8
	5
	There is no method of testing to indicate if the grout has reached strength to resist movement under traffic.

	Construction Manual
	
	Guidance is provided to Construction personnel where method specifications were deleted from specification but there was a need to provide criteria to attain the desired results.


