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	Sec
	Question #’s
	Rationale *

	727.1
	3
	Provides description of work.

	727.2
	3
	Identifies applicable sections for materials for the contractor and MoDOT personnel.

	727.3.1
	
	Relocated wording in Sec 727.4.3 to here and made similar to Sec 725.3.1.

	727.4.1
	
	Deleted this section.  Shown on plans, so not needed in specification.

	727.3.2
	4, 5
	Allows alternate backfill material and specifies desired characteristics to assure the pipe will not be damaged and perform as designed.

	725.3.3
	4, 5
	Performance related specification as written.

Brett Odgers is researching what is recommended for trenching in rock.

	725.3.4
	4, 5
	Removed method specification and worded to be in accordance with all embankment placement.

	725.3.5
	5
	Revised to performance type specification.???? Added a deflection tolerance to make this specification performance related.

Brett Odgers is researching deflection allowances.

	725.3.6
	4, 5
	

	725.8.3
	3
	Deleted  to make payment for all pipe identical.

	725.5.3
	3
	Added to make payment for all pipe identical. 


*  There are not any known end result testing available to indicate if a pipe has been installed properly and to predict the performance of the pipe after backfilled.  Therefore, good practices for installation and backfill need to be specified to provide us a comfort level that the pipe will perform satisfactorily throughout its design life.

