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	Sec
	Question #’s
	Rationale

	404.1
	
	Describes purpose of the specification.  This specification describes the expected standards of hot mix asphalt plants and is necessary to provide verification of the contractors’ actions and material quantities.

	404.2
	1,4 & 5
	Remove method wording from subsections that describes how to heat and handle material and calibrate plants.  Subsections are necessary to describe hot mix plant expectations.

	404.2.3.2
	1,4 & 5
	New Section; moved Sec 404.2.7.2 and worded to include all plants.

	404.2.4
	
	Moved last sentence to mixture specifications for 0.5 % max. moisture.

	404.2.9
	
	Consolidated subsections into one paragraph.

	404.2.12
	
	Consolidated subsections into one paragraph.

	404.2.13
	
	Modern plants should have an automatic ticket printer so the project tonnage limitation is removed.  Changed wording in subsections in an attempt to clarify.

	404.3
	4 & 5
	Remove method wording from subsections that describes how to heat and handle material and calibrate plants.  Subsections are necessary to describe batch plant capabilities and accuracy of proportioning components.  

	404.3.5.3
	4 & 5
	New Section; moved Sec 404.6.2.3.2.  Gives minimum times for mixing to give more assurance that aggregates are properly blended and a uniform coating is achieve.  Uniform coating is not visually evident and cannot be tested.

	404.4
	
	Continuous plants are not longer manufactured and none are currently being used to produce mixtures for MoDOT.  This entire section is deleted.

	404.5
	4 & 5
	Remove method wording from subsections that describes how to heat and handle material and calibrate plants.  Subsections are necessary to describe batch plant capabilities and accuracy of proportioning components.

	404.6
	
	Delete section except for Sec 404.6.4.  Most of section is redundant and Sec 404.6.2.3.2 was moved.

	404.6.4
	4
	Renumbered.  Necessary because fiber dispersion cannot be measured directly and only visually if the fibers are clumped.

	404.6
	4& 5
	Insert anti-strip liquid requirements from MSP-00-03.  This sets out requirements for introduction of anti-strip liquids into the mixture.

	404.7
	4
	Necessary to describe hauling equipment requirements that may cause deleterious agents to enter mixture that may not be caught through testing.

	404.7.1
	2 & 4
	Incorporate hanging paragraph into parent.  Last sentence deleted because work during non-daylight hours is covered in Sec 105.


