SECTION  TC "713Bridge Guardrail" 713 XE "Rail:Bridge, Guard" 
THRIE BEAM for BRIDGE GUARDRAIL XE "Guardrail and Guard Cable:Bridge Guardrail" 

 XE "Bridge:Guardrail" 
713.1  Description.  This work shall consist of furnishing and erecting steel thrie beam guardrail, including beams, posts and all appurtenances, as shown on the plans or as directed by the engineer.

713.2  Material.  All material shall be in accordance with Division 1000, Material Details, and specifically as follows:

	Item
	Section

	Guardrail Material
	1040


713.3  Construction Requirements.  Anchor bolts for posts shall be set with suitable templates in position and securely fixed to prevent displacement during concreting operations.  The areas upon which the bases of the posts are to bear shall be dressed smooth to a true plane.  Posts shall be aligned by the use of shims such that the post deviates no more than 1/2 inch 
(12 mm) from true alignment after final adjustment.

713.4  Method of Measurement.  Final measurement of the completed thrie beam for bridge guardrail will not be made except for authorized changes during construction or if appreciable errors are found in the contract quantity.  Where required, measurement of thrie beam for bridge guardrail will be made to the nearest linear foot (0.5 m) for each structure, measured along the face of the thrie beam and from center to center of end posts.  The revision or correction will be computed and added to or deducted from the contract quantity.

713.5  Basis of Payment.  The accepted quantity of thrie beam for bridge guardrail, complete in place, will be paid for at the contract unit price for each of the pay items included in the contract.
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