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Note:  Add PVC to abbreviations.

(Rationale:  This is a new standard covering the material requirements for polymer coated corrugated metal culvert pipe.)



SECTION  TC "1021Bituminous Coated Corrugated Metal Culvert Pipe and Pipe Arches" 1027 XE "Pipe Material:Bituminous Coated Corrugated Metal" 

 XE "Culverts:Bituminous Coated Corrugated Metal Pipe and Pipe Arches" 

 XE "Bituminous Coated Corrugated Metal Culvert Pipe and Pipe-Arches" 
PoLymer COATED CORRUGATED

METAL CULVERT PIPE AND PIPE ARCHES

1027.1  Scope.  This specification covers polymer coated corrugated metal culvert pipe and pipe-arches to be used for the construction of culverts and storm sewers.

1027.2 Basis of Acceptance.  Basis of acceptance for pipe and pipe-arches will be in accordance with 

Sec 1020.2 and the AASHTO specifications cited herein.  The basis of acceptance for polymer material will be in accordance with AASHTO M 245.  Pipe shall be from an approved qualified plant and will be accepted based on certification, manufacturer quality control documentation and results from tests on samples as required by the engineer.
1027.3  Material.  Polymer coated corrugated metal pipe and pipe-arches shall be in accordance with Sec 1020 and AASHTO M 245.
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